## URW-245 (2.44x 1.5 m$)$

- Total width $\mathbf{0 . 6 m}$
- Max working radius 5.85 m
- Petrol powered, optional LPG dual fuel
- Operator control of outrigger extension
- Radio remote control as standard
- Working area limitation
- Slew limitation (optional)
(e) Intelligent throttle activation for economy and ecology


## MINI SPIDER CRANE

## RATED LOADS \& OUTRIGGER POSITIONS



| SECOND STAGE EXTENDED 1.98-3.05m Boom LeNGTH |  |  |  |  |  |  |  |
| :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: |
| Working radius | m | up to 1.3 | 1.5 | 1.8 | 2.0 | 2.5 | 2.71 |
| Outrigger Max-extended | kg | 2,400 | 2,400 | 1,960 | 1,760 | 1,400 | 1,350 |
| Min-extended | kg | 1,150 | 1,150 | 700 | 550 | 330 | 310 |
| THIRD STAGE EXTENDED 3.05 - 4.11m Boom Lengit |  |  |  |  |  |  |  |
| Working radius | m | up to 1.5 | 2.0 | 2.6 | 3.0 | 3.5 | 3.77 |
| Outrigger Max-extended | kg | 1,300 | 1,300 | 1,300 | 1,060 | 830 | 710 |
| Min-extended | kg | 350 | 350 | 350 | 230 | 170 | 150 |


| FOURTH STAGE EXTENDED | 4.11-5.15M BOOM LENGTH |  |  |  |  |  |  |  |
| :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- |
| Forking radius |  | $\mathbf{m}$ | up to 2.5 | 3.0 | 3.7 | 4.0 | 4.5 | 4.81 |
| Wax-extended | kg | 660 | 660 | 660 | 590 | 420 | 400 |  |
| Outrigger | Maxer |  |  |  |  |  |  |  |
|  | Min-extended | kg | 170 | 170 | 170 | 150 | 100 | 80 |

FIFTH STAGE EXTENDED 5.15-6.19m boom length

|  |  |  |  |  |  |  |  |  |
| :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- |
| Working radius |  | m | up to 3.5 | 4.0 | 4.5 | 5.0 | 5.5 | 5.85 |
| Outrigger | Max-extended | kg | 450 | 450 | 400 | 360 | 250 | 220 |
|  | Min-extended | kg | 150 | 150 | 100 | 80 | 60 | 50 |




OPTIONAL LPG GAS


